WEBCAM WITH TRIPOD
1.2 MEGAPIXEL
Description D041

Figure 1. The 1.2 megapixel webcam with tripod 041

Short description
The USB webcam 041 allows capturing videos directly in the Coach 6 program. It can
be used in Windows XP (SP2 or later) and Windows Vista, without the need to install a
driver first. Windows 2000 is only supported when the correct driver is installed1.
The webcam has a built-in microphone, built-in LED lighting and a tripod included.
To use the microphone, the microphone plug must be connected to the microphone
input of the computer.
The LED lighting can be turned on or off by turning the wheel that can be found on the
cable of the webcam.
Focus can be adjusted by manually turning the focus ring around the lens.
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The driver can be found at http://cma-science.nl/english/support/hardware/driver041.html.

The webcam is able to capture up to 30 frames per second at VGA resolution (640 x
480), but capture speeds depend on the lighting (with poor lighting it will be lower) and
may be affected by computer speed (for older machines).
Technical data
Video capture
resolutions and
capture speed *

1280x960 (1.2 megapixel)

Up to 9 FPS

640x480 (VGA resolution)

Up to 30 FPS

320x240

Up to 30 FPS

160x120

Up to 30 FPS

Lens

5-element glass lens with manual focus ring

Focus distance

3 cm to infinity

Sensor

Advanced 1.2 megapixel CMOS sensor

Interface

USB 2.0 (compatible with USB 1.1 / USB 1.0)

Supported Operation
Systems

Windows XP (SP2 or higher), Windows Vista, Windows 2000 **

Built-in microphone

Yes

Built-in LED lights

Yes

Auto exposure

Yes

Connections

USB plug; 3.5 mm microphone jack

* Capture speed is dependent on light intensity and computer speed.
** Windows XP (SP2 or higher) and Window Vista are supported without the need to install a driver
(the drivers are built into the operating systems).
Windows 2000 is only supported when the correct driver is installed. The driver can be found on the
CMA website at http://cma-science.nl/english/support/hardware/driver041.html

Warranty
The 041 Webcam is warranted to be free from defects in materials and workmanship for a period of
12 months from the date of purchase provided that it has been used under normal laboratory
conditions. This warranty does not apply if the webcam has been damaged by accident or misuse.
Note: This product is to be used for educational purposes only. It is not appropriate for industrial,
medical, research, or commercial applications.
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